REPORT No. 39.
THE TESTING OF BALLOON FABRICS.

PART I.—Omaracrenietic ExrosunrB Tzsrs oF Batroon FaBrics.

PART II.—Usz or UrreRa-VioLsT LIGHT »oR TEsTING BALnooxN FaABRIGs.

PART L
CHARACTERISTIC EXPOSURE TESTS OF BALLOON FABRICS.

By Juntus Davio Epwanps and Irwiv L. Mooze.

1. INTRODUCTION.

i'he determination of the probable life of a balloon fabric in service by experimental
means is of the greatest value in choosing the most suitable fabrics for a given purpose and in
pointing the way to improvements in compounding and construction. The usefulness of
exposure to the weather for this purpose hes been amply demonstrated. Various attempts have
been made to reproduce by artificial means the conditions promoting deterioration in service,
but without marked success. Exposure to the weather remains the most satisfactory method
for this purpose, and s consideration of the characteristics of such tests is therefore important,
The results of a typical series of exposure tests made in 1917 and their significance were discussed
by Edwards, Tuttle, and Walen in the Third Annual Report of the National Advisory Com-
mittes.! Since that time a large number of tests have been completed and furnish the basis for
more detailed conclusions.

2. COMPARISON OF FABRIC DETERIORATION WITH WEATHER CONDITIONS.

The chief difficulty in the interpretation of the results of exposure tests lies in the fact that
the conditions of test dre not entirely under control and not exactly reproducible. This diffi-
culty may be largely overcomse, however, if sufficient data are obtained regarding the rate of
deterioration and the weather conditions. Furthermore, by simultaneous exposure of fabries
whose characteristics are known, very satisfactory comparstive results may be secured. With
this in view we have made a study of exposure results obtained at Washington during the period
of July, 1917, to September, 1918, and also at Pensacole, Fla., during the four months period
beginning December 25, 1917. ]

The exposures at Pensacola were made at the United States naval air station at the sug-
gestion and with the cooperation of the Bureau of Construction and Repair of the Navy Depart-
ment. The exposures at Washington were made at the Bureau of Standards. The fabrics for
exposure were mounted on frames with a southern exposure running east and west and inclined
at an angle of 10° to the horizontel to allow rain to drain off quickly. The details of the methods
of test are described in the Third Annusal Report, National Advisory Commitiee for Aeronautics,
1917; a more extended description of the method of determining permeability is contained in
Bureau of Standards Technologic Paper No. 113.

1Third Annual Report, Nationsl Advisory Commiites for Aeronautics, 1917, p. 459.
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. The results of a number of such tests are given in figurea 1 to 8. In these figures both the
permeability at 25° in liters of hydrogen per square meter per 24 hours and the percentage of
acetone extract are plotted as ordinates on the same scale. The solid lines indicate the per-
meability and the broken lines the acetone extract. The period of exposure is given in the
legend. Permeabilities of 50 and over, which may be considered excessive, are indicated by
arrows; these mark the period of complete dsterioration.

The temperature conditions prevailing during these tests are shown in figure 9. The ordi-
nates plotted are the averages by weeks of the daily mean temperatures. A smooth curve has
been drawn to give an approximate idea of the temperature gradient. The curve for the average
maximum temperature is roughly parallel to the curve as given, but is about 10° higher in
summer and 5° higher in winter. This information has been furnished by the Weather Bureau
from measurements made at their stations at American University, Washington, D. C., and at
Pensacola, Fla. N ' ST ' '

A study of the data in these figures leads us to estimate that the rate of increase of acetone
extract of fabrics exposed at Pensacola during the winter months (December to March) is about
1.5 to 2 times as rapid as in the case of exposures made at Weshington during the same period.
The times required to show complete deterioration as evidenced by an excessive permeability
stand also in about the same ratio. The rate of deterioration in summer at Washington is about
three times as rapid as during the winter at the same place. Except in the rate of deterioration
no very characteristic differences between summer and winter exposure have been noted.

Aswould be expected, the rate of deterioration increases with increase of temperature, but the
increase is not uniform. Passing from winter to summer, the rate of deterioration shows a sharp
increase in May and June. At this period, which may be regarded as critical, the mean tempera-
ture is about 70° F. The last 30 days of the Pensacola exposure showed the beginning of this
period of rapid increase. )

A more significant factor to examine than temperature is the variation of solar radiation
for different periods, since light is an important if not the chief deteriorating agent in exposure
tests. However, the curve for solar radiation at Washington follows in a general way the tem-
perature curve. The variations in the intensity of the solar radiation are considerably greater
than is the case with the mean temperature, because cloudy weather has a more marked effect
in reducing the solar radiation. Attention may be called to the fact that the solar radiation
reached approximately its maximum as early as April and May. TUnfortunately no radiation
measurements were made at Pensacola, There is not much additional information to be
gained from inspection of the radiation data.

The question of the strength of fabrics after exposure has been discussed by Walen in the
third annual report,' and further treatment here is unnecessary. The effect of aging upon the
strength of fabrics has been followed throughout the exposure by means of bursting strength
determinations. This method was used in preference to tensile strength tests because the
results of the latter are frequently misleading. So long, however, as the durability of the
cloth is greater than that of the rubber, the strength tests are of secondary importance.

8. CHARACTERISTIC CHANGES IN PERMEABILITY AFTER EXPOSURE.

Examination of the results of a large number of permeability tests after exposure reveals
certain facts which are characteristic of such fests. It was pointed out in the third annual
report (p. 461) that the aging of the fabric is usually accompanied by a decrease in permeability.
This decrease is characterized by a hardening or stiffening of the rubber, which causes the gas
retaining rubber film to crack when wrinkled. In order to detect this condition, all exposed
samples are wrinkled before determining their permeability.

It will be noted that in figures 5, 8, and 7 the permeability rises immediately after exposure,
usually reaching & maximum after about 30 days; the permeability then decreased as the

0

1 Third Annual Repart, National Advisory Committes for Aeronautics, 1917, p., 466, 1017,
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aging continued. The results of 95 exposure tests were examined to determine the percentage
of cases in which this occurred. Of this number, the permeability decreased from the start. in
43 ceses; in the remaining 52 tests the permeability increased immediately after sxposure.
The maximum increase was noted at 30 days in 37 of these tests, at 60 days in 10 tests, and 90
days in 5 tests. In the cases where the permeability increased this increase was later followed
by the customary decrease and hardening of the rubber compound in the fabric.

Speculation as to the cause of this behavior has led to no definite conclusions. The expla-
nation may lie in the fact that for some time after vulcanization the various components of the
rubber compound have not yet reached chemical and physical equilibrium. It is a common
occurrence, for example, to have some of the sulphur crystallize out from solid solution and
‘“‘bloom” out on the surface of new fabrics. It may be that some such change as this tempo-
rarily increases the permeability, after which the oxidation processes which cause the decrease
in permeability show their effect. The increase in permesability may teke place in the majority
of cases, but the times of testing are not such as to detect it. The fabric shown in figure 4
always showed a decrease in permeability after exposure. The permeability of the original
piece ran uniformly about 15.4 liters during the first few months after manufacture; & year
later the permeability of the unexposed fabric had risen to 19.2 liters. Similar increases on
storage are evident in figures 1 and 2. The fabrics were stored under ideal conditions. A
great many ideas as to these changes have been considered, but the data at hand are not sufficient
to confirm them. It will require further investigation designed to settle specific points before
any definite conclusions can be reached. It is to be noted, however, that in the tests so far
made the behavior of the fabrics in this respect is apparently a property of the fabric, that is,
the same phenomenon has been noted in all exposures of the same fabric.

4. CHARACTERISTIC CHANGES IN ACETONE EXTRACT AFTER EXPOSURE.

As previously pointed out by Tuttle,' normal ageing of balloon fabries is accompanied by a
slow and uniform rise in the acetone solubility of the rubber compound, while serious deteriora-
tion is marked by & rapid increase in the acetone extract. This offers an excellent means of
tracing the deterioration of & fabrie. Depending on the weight of the fabric and the composi-
tion of the rubber compounds, the acetone extract in the originel sample will usually vary from
0.7 to 3 per cent. When the permeability has become excessive, the acetone extract has usually
risen above 15 per cent; no definite figures can be given, however, since the rate of increase is
the significant factor. During long and severe exposures the acetone extract reaches a meximum,
after which there may be g slight decrease due, presumably, to the production of acetons insol-
uble products formed from those previously soluble. (See figs. 4 and 6, for example.)

The acetone extract is the best test available for determining the condition of the rubber
in empannage fabrics, because the fabrics are not constructed to be gas tight and no permeability
tests are made on them. In certain two-ply fabrics the acetone extract has been found normal
even after the permeability had become excessive. These were experimental fabrics con-
taining an open-weave cloth which may have permitted a mechanical weakening of the gas
film without deterioration of the rubber. This emphasizes the importence of considering all
the tests in judging the condition of a fabric, since any one alone might be misleading.

The determinations of acetone extract were made under the direction of Mr. A. H. Smith, of
the Bureau of Standards, to whom acknowledgment is made for the data furnished.

5. EXAMINATION OF THE FABRIC.

In addition to the tests made in the laboratory, a very valuable indication of the relative
deterioration is secured from an examination of the cloth and rubber compounds themselves.
The exposed sample should be compared with the original and any change in its characteristic
properties noted. Such features as hardening of the rubber, tendering of the cloth, loss of

i Third Annual Report, p. 463.
167080—8. Doc, 807, 65-8——27
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“‘tack,’’ etc., should be observed. The loss of ‘‘tack,” or the property of the freshly exposed
rubber surface sdhering to itself, is & very significant point to be watched for. With some
experience a very good estimate of the condition of the fabric may be formed.

6. SUMMARY.

Exposure to the weather is the best means now available for determining the relative
value of balloon fabrics. The results of tests secured at different periods of the year can be
correlated by a study of the weather conditions at those times. Deterioration on exposure is
accompanied by cheracteristic behavior as regards the permeability, acetone extract, and
strength. The appearance and feeling of the fabric offers an exceedingly helpful supplementary
means of determining the condition of the sample after exposure.



Liters-AcetoneExtract, %

%

Permeabill

.
—

N

Dirigible Balloor Tbric
oy /7 To Janlé ~Washingfon
o June o Sept29-Washingfon

R

&

[

3

5

Q
§—X

6O 90 RO /50 B0
Time -Day.:

Fla. 1,

Dirigible Balloon Iabric
oJuly I7to Jan.le -Washing'tfor
eJunel to Sept£I-Washingstor?

7 "f : -
“g'\
3

N

1jz0
t 25|

18

R

v

g /5 %‘\( A //
S - AT

§ L s ) -~ Bi/

ol_

Jo  Co 90 J20 10 mBo
Time - Lays
Ta. 3.

‘S01HAVA MOOTIVE J0 DNILSTL

61¥



Dirigible Balloon Fabric
odunel foSept 29-Washingfon
DecZ5ToAprilZ3-Fensacole
40:
X
§ed
R
30t
430
L4
S
L0
Q
\l;\/ &) g
& . /
TS ‘
g ) T P
S P Y o
R o
ol—

30 &0 90 /2o

Time-DPays

Fio. 4,

A50 AB0

=
18— H—AL

§ J; ,/ S

/ /
X /0 4 !
Q -,
& I\l ~
S ‘5‘ /i /, P )'\ i '
gl /7020 \

/%

Liters —Ace#t\?ne LExtrac
LN

Dirigible Balloon Fabric
A AVg 6 fodeptls —Washington=-/917
AJvly/é fo Saptrd - Washingfon /7|
ODecZ5 ToApril 23-Pensacok "
OJan5 fodJunel -Washington-12/8]

T

|

|

./

v/

PN
&

Qo

G0 90 720 50 /80
Time -,-Days

Fia, 4.

3

0%¥

‘SOILAVNOYAY Y04 HHLLINYIOD XYOSIAAY TYNOLLYN LIEOJHYT TVANRV




Liters-Acetone Fxtract %

sy’a
v
N
~
\\
d

Kite Balloon Fabric
oNov £6 foMarchZ6-Washington
oDecZS 1o April 23 - Fensacols

—

3

&
.

8

25

S

AN

,'_a —

lU - - )—-—'"

P /:T’/q

S o e

Q P | _.

O30 6 320 /0 /55 B0

7‘/'/77e~Pay.s

¥ o, 5,

Permeability, Liters~Acefone Extroct, o

HArte Balloon Fabric

ONow/ 1o April 30 -Washingfon
8 2c 25 toAprile3 - Fensacola

3

Ol
19}

I

T—'

g

8§ B

&

L~

S

N
h "W
\
N\
\
\
Y

&

~
N

"R
\

°IX
T

Time-~ Days

30 60 90 /20 /J50 MO

“S0IEgVd NOOTIVE 40 DNLLSIL

3%




)

’

&

o

B

3
O

5

Liters -Acefone £xtroct Yo

’

[

O

Fermeabilit

o

[ Aite Balloon Fabric | [ Supply Balloon Fabric-3 Ply
ONov 26 fo MarchZ6-Washingfon WNoy 9 fo May 8 - Washingfon
®/eci5 foAprilZ3 -Fensacola ec 25 oA prilZ3-Fensacola

I
3
AN
L l‘§ 3o
BN
W25
EN
-’ / 1
“ I;’ 0 ZOJ _
//‘] / ﬁ /%5 I/’T
‘o- ] 7 | - 7 A
¢ 7\0/\ ?Z‘:/a - oy e
//" }r” i g a //,?Z?"’
’ - b
4= &
Py O S V¥
ri.‘fi.% Iy e %f—ﬁ/‘\‘
30 &0 90_ /20 J50 /80 © 30 60 90 /20 /50 AMaQ

Time -Days Time - Pays

Fio. 7 Fiq. 8,

(444

*SOILAVNOYAY H04 FALIINIWOD XHOSIAQY TVNOILVN LuOJddH IVANNY




TESTING OF BALLOOX FABRICS. 423

3

»
SN
<
K
v

R /

AN i
o(}{ .\\'/ e
.'ra,_

Prean
£

B 8

st G

h.*"*'q'nx "u'i;\o..!-'“..w h.-‘"
L3 ddlsle sy ¥ Heldiglrlxl
Tamperatura Coniditioris af Washington o andFansacli @ - =Joly 1917 15 October 1918

e ot sy e oy wees

ha. 6.
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PART II,

USE OF ULTRA-VIOLET LIGHT FOR TESTING BALLOON FABRICS.

By Junius Davip Epwarps and Irwin L. MooRe.

INTRODUCTION,

It is quite necessary to be able to determine in advance of construction of a balloon the
probable resistance of the fabric to the deteriorating conditions of service. Extensive tests
made at the Bureau of Standards and other places have shown that reliable indications as to
the relative lasting qualities of different fabrics can be obtained by testing after exposure to
the weather.

Deterioration from exposure to the weather is due, among other things, to the combined
action of light, heat, and moisture. These conditions are extremely variable, and as a result
tests made during different periods of the year are not strictly comparable. For that reason
it is highly desirable to secure a reproducible and, if possible, accelerated ageing test. The effect
of exposure to heat has been investigated by Edwards,! Tuttle, and Walen, and it was shown
that the relative deterioration of balloon fabrics produced by heating was not a reliable indication
of their durability in service. Exposure to light from an ultra-violet lamp has also been sug-
gested and used for obtaining an accelerated ageing test, on the assumption that the ultra-
violet radiation in sunlight was one of the chief factors in the deterioration of balloon fabrics.

Rosenhain, Barr, and Booth ? exposed balloon fabrics to ultra-violet light from a mercury-
vepor arc in & quartz bulb. Two fabrics, both of which showed marked deterioration on exposure
to the weather for 50 days, were exposed to the ultra~violet light for 64 days. The action of the
light produced no significant change in permeability in the case of one fabric whereas there was
marked deterioration in the case of the other.

Victor Henri ® has studied the effect of ultra-violet hght on rubber. Using a mercury-vapor
arc in & quartz tube placed 20 centimeters from the exposing floor, he ran tests on samples of
thin sheets of rubber 0.5 millimeter thick. He found that unvulcanized rubber showed marked
deterioration in 20 hours; the rubber became dark and shiny and cracked easily when stretched.
The vulcanized sheets took 48 to 72 hours before showing any marked deterioration. He con-
cluded that the addition of compounding agents generally increased the resistance of the rubber
to oxidation. Litharge was especially marked in this effect. On the other hand, antimony
sulphide greatly facilitated oxidation. Applying his conclusions to balloon fabrics, he recom-
mends that (1) in their construction there should be no unvuleanized rubber, (2) that the cloth
shall be dyed with lead chromate or aniline yellow so as to form a screen to ultra-violet light, (3)
that some yellow coloring matter be used in the rubber itself.

BUREAU OF STANDARDS TESTS.

The tests made at the Bureau of Standards were primarily for the purpose of determining
the value of exposure to ultra-violet light for accelerated ageing tests on balloon fabrics. The
light source used was & mercury-vapor arc, taking approximately 600 watts, in a quartz tube.

This was mounted with a reflecting screen on a frame painted black and the whole placed in a

! Third Annual Report of the Natfonal Advisory Committes for Aeronautics, 1917, p. 459,
* W, Rosenhain, Guy Barr, and Harris Booth, Report of British Advisory Committee for Aeronsatics, 1010-11, p. 60.
1 Le Csoutchouc et Gutts-Parcha 1910, 7 pp., 4371-4378.
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galvanized-iron container through which air was constantly drawn by a fan at the top. Two
gamples of fabric, 11 inches square, were tacked on a frame so sheped that the fabrics were on
a 120° arc of a cylinder (radius=11 inches) of which the lamp formed the axis. Radiation
messurements were made from time to time to determine the total radiation from the lamp
and the percentage of ultra-violet radiation. The radiation measurements were meade by
W. W. Coblentz and M. B. Long, and a description of the performance and charscteristics of
the lamps are given in Bureau of Standards Scientific Paper No. 330.

Numerous tests of balloon fabrics exposed to the weather have shown that normal ageing
is usually accompanied by a slow increase in acetons exiract and an initial decrease in perme-
ability which is followed by a very large increase in permeability when the gas film becomes
brittle and cracks. The deterioration of the fabric can thus be judged by a comparison of the
permesability end acetone extract determined before and after exposure. The permeability
was determined by the Bureau of Standards’ method ss deseribed in Technologic Paper No.
113. The permeability is expressed in liters per square meter per 24 hours. The percentage
acetone extract was determined by the method deseribed in the Third Annual Report of the
Advisory Committee previously referred to. The results of & series of tests on balloon fabrics
after exposure to ultra-violet light are given in Table 1. The results of similar tests of the
same fabrics before and sfter exposure to the weather for 30 and 60 days are given in Table 2.

A brief description of each fabric is given in the following tabulation.

No. 22151.—Two-ply fabric, olive-green rubber coating on outside.

No. 23987.—Two-ply fabrie, gray rubber coating on outside.

No. 10650.—Two-ply fabric, gray rubber cosating on outside.

No. 24580.—Two-ply fabrie, olive-drab dyed fabric on outside.

No. 22151X.—Same construction as 22151 but from different roll.

No. 27331.—Single-ply fabric coated with fine Para rubber and sulphur.

No. 27291.—Single-ply fabric, same coating as 27331, except that lampbleck has been
added to the compound.

TasLE 1.—Effect of exposure of balloon fabrics to ultra-violet light.

Permeabiltty (25 degrees C.) and per cent acetons extract after exposure.
‘T'ime of exposure, in hotrs..cooceenmmmoennnaaano, Original. 43 144 158 162 3%0 198
Total radlation in gram calorfes per square
FADEIO) ™ Canbmeter. « - eovmnmmaenesremeamereescsanecnecfesennnancs ~| Lo | sen | 2,40 1,317 7,410 | 1,575
Ultra-yiolet radiation in gram calorles per square
cantimeter. ..... Do sanam -es 670 1,712 1,495 738 4,850 08
Mplsture condition..... amsasemmsmannsemeceoansannrenca Wet. Dry. Wet. Wet. Dry. Wet. Dry.
TRSY
29151 | Parmneablity vocenmcmrrcrvereeennarccecnccnnanened] 154 184 [..e....... cesfmaramemearfedereoenen
..............
Per cent acetons extract..ececnecvnveinncacaeeee] L7 28 ..... [V SO
10850 | Parmes 2.5 L1
3.8 4.8
24580 8.0 49 feaunn-.. [ PR [ v.+ I [
5.5 T2 . 13.9 |.
22151 10.1 12.1 17,800 |-veeeeenen
......... 5 I 5.8 4.8 15.8 |acncaenene
a7201 R 4.7
37331 | Per cent acetone extract.ceccceevmccencmceeeedl L@ 18.6

NoTE.—All samples were wrinkled before testing for permeability by being drawn ten times over s metal edge(angle 00 dogroes) under s constant

tension of I pound per inch.
Norz.—The values given In the colmnn marked “Total radfation™ are for all wave Iengths from 0t0 1.9z. The values in the column msarked
Ulira-violet radiation” are for all wave lengths from 0 to 0.45z.




426 ARNNUAL REPORT NATIONAL ADVISORY COMMITTEE FOR AERONAUTIOS.

TaBLB 2.—Ejfect of exposure of balloon fabrics to the weather.

exposurs and
solar radiation.
Fﬁbﬂc Tost.
0. Time of exposure.

Original, | 30 days. 80 dayw.

22151 | Permeabilit; 18.4 27,000
Per cent wess 1.2 17.4 0.0

Solar radiation......... IS P 1%, 400 21,0!1)&
23987 | Permeability....cc.ccn.uun K 11.4 4.8 1
Per cent a. L7 8.1 2.7

T £ 7 o RO MR 8, 500 15, 600

10856 | Permeablliy...cvaveuunnan 17.5 10.8 8,750
Per cent ace - 1.8 14.4 .8

Solar radiatlon. . cuv e rrcriecdres st et tear e n s anserns|ensruncsnes 11,400 , 000
24580 | Permeabfliiy..cvaccannannen 9.4 14.8 14.1
Per cant acetone extract.... 2.0 1.9 5.7

Bolar rediatlon. . coo e i cnireer e s ran s ro st s s e s ae s s mra|eannnennsare 7,400 13,400
22151X| PermeabiHty...cocccevnue.. 15.4 6.1 L8
Par cent acetone extract.... 2.0 2.1 13.9
27291 | Per cent acstons extract... L3 ILE feeeeennannes
27381 | Per cent acetons extract 19 L.} P P,

Nore.—*Solar radiation® Is expressed in gram calorles per square contimeter of horizontsl surface for wave lengths from 0 to I.2¢. Thess
values were calenlatod from the dally observations of the Weather Bureau at Washington.

Nore,—All samples were wrinkled before testing for permoability by being drawn ten times over s metal edge (angle §0°) under a constant
tension of 1 pound per inch.

For the proper interpretation of the data obtained in these tests it is necessary to consider
the character of the radiation to which the fabrics were exposed. The figures given in the table
for total radiation from the mercury arc are for all wave lengths from 0 to 1.2 u. The total radia-
tion for all wave lengths (from 0 to infinity), is, however, about five times as great. This is
due to the large amount of heat radiated from the hot quartz fube and electrode. The values
for the range 0 to 1.2 u have been used for purposes of comparison because over 80 per cent of
the solar radiation is of wave lengths less than 1.2 u. The visible portion of the spectrum lios
approximately between the wave lengths 0.40 u to 0.72 u.

Measurements on the mercury arc show that the radiation changes in character and
intensity during the life of the lamp. At first as high as 70 per cent of the total radiation was
of wave lengths shorter than 0.45 u (ultra-violet); this percentage decreased steadily with use
until finally only about 50 per cent of the radiation was ultra-violet. The intensity decreased
at the same time until it was only about one-third of the original value.

For purposes of comparison there is given in Table 3 the approximate composition and
intensity of the radiation from the mercury arc and the sun. The values for solar radiation
are for average summer conditions in Washington and the values for the lamp are an average
of the conditions under which the fabrics were exposed. The intensity and distribution of
radiation from the two sources is shown by this table to be quite different. The rate of radie-
tion of ultra-violet light is about three times as great from the lamp as from the sun. Even
this radiation is not of the same character as that from the mercury arc as most of the ultra-
violet radiation from the sun is of wave lengths between 0.4 u and 0.3 u, while the ultra-violet
radiation from the mercury arc extends below 0.2 u,

Pormeabllity (35* C.}), per cent
tous axtgci mer)' b and
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TABLE 3.—Comparison of solar radiation with radiation from quartz mercury lamps.

A. COMPARISON FOR ALL WAVE LENGTHS 0 TO . .

s"%‘m&_“ Mereury aro radistion.
Wave langths of radiation in . Gram Gram
calorle8 peT| pyr pant of "‘I‘Jﬂ”u “Wa Per cent of
total. ee:.q\.lmnf:er total.
persecond.
§ 0028 12
78 0, 0017 ]
17 0.0176 80
100 0. 0219 100
(] 0.0028 60
94 0.007 40
100 0.0043 100

The values {or solar radfation were calculated from dats given in the Smithsonian Physical Tahles.
The values for the radiation from the mercury Iamp are for a distance of 28 cantimeters {from the quarts tube and are an average along its length.

A consideration of the date in Tebles 1 and 2 shows that exposure to the ultra-violet light
produces deterioration comparable, qualitatively at least, with that obtained by exposure to the
weather. It was found, however, that the action of the ultra-violet lamp was not nearly as
rapid as had been hoped for, despite its high rate of radiation of ultra-violet light. For examples,
fabric No. 22151 showed rapid deterioration in summer weather in less than two weeks, whereas
under the ultra-violet light there was no marked deterioration in 43 hours. For this reason it
was necessary to extend the period of exposure in order to securs positive evidence of deteri-
oration.

Further experiments showed that it required between 162 and 360 hours’ exposure to
secure complete deterioration of fabrics Nos. 22151 and 24580. Practically the same result was
obtained after 30 days’ weather exposure in the case of No. 22151, while the deterioration
under the lamp in 360 hours was greater in the case of 24580 than in 60 days’ exposure to the
weather. Judging from service tests and weather exposure tests fabric No. 24580 is far superior
to No. 22151 and yet the exposure to ultre-violet light shows only a slight difference in their
durability. Even when the amounts of ultra-violet radiation were the same in both outdoor
and mercury arc exposures the degrees of deterioration produced were very different. In the
case of fabric No. 22151 the ultra-violet radiation from the sun during 30 days’ exposure to the
weather was 700 calories; during 43 hours’ exposure under the lamp the ultra-violet radiation
was 670 calories. Yet this fabric showed no significant detferioration in 43 hours under the
lamp but was practically destroyed by 30 days’ outdoor exposure. Take another example:
Fabric No. 10650 during 158 hours’ exposure under the lamp did not show very great deter-
ioration but was ruined by 60 deys’ weather exposure. The ultra-violet radiation in the first
case was 1,495 calories and in the second case 1,300 calories.

Tests were made to determins, if possible, the influence of moisture on the rate of deteri-
oration. In the tests marked ‘“wet” the samples were sprayed with water twice daily. The
““wet tests” show a somewhat more rapid action than those made with the fabric dry. That
the difference betwesn teste made under the two conditions is not grester may be due to the
fact that the normal humidity of the air in the room is sufficient to maintain an appreciable
percentage of moisture in the ‘‘dry fabric.”

The effect of temperature upon the deterioration is a factor the influence of which is hard
to estimate. Fabrics exposed under the lamp were at & temperature of about 50° C. Fabric
No. 22151 when exposed in bright sunshine in midsummer frequently reached this tempera-
ture. Thejaverage temperature of fabrics under outdoor exposure was much lower, however,
than those under the lamp.
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CONCLUSIONS.

It seems evident from these few tests that the relative deterioration of different fabrics
under ultra-violet light is not strictly comparable with the deterioration experienced in service
or in outdoor exposure. The radiation from the mercury arc lamp varies greatly in intensity
and character, and exposures made at different times are not strictly comparable. Moreover,
it is not practicable in most laboratories to measure the radiation from. the lamps. The tests
are thus far from being reproducible and are not particularly accelerated compared with summer
exposure in Washington.



